Seibu

Newest model MB Series,
Debuted in the U.S. market.
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B Specifications

msoB |specifiations

Max. workpiece dimensions W x D x H 31.5%X25.6%X11.8 “ 800 X 650 X 300 mm
Max. workpiece weight 1764 Ibs 800 kg
Axis travel range XxY xZ 19.7X13.8x12.2 “ 500 X 350 X 310 mm

Wire diameter ¢$0.004~0.012 “ $0.1~0.3 mm
( $0.008 “:standard) ( $0.2 mm:standard)
Automatic wire feeding device AWF-4 Equipped as standard

U-V axis travel UxV +2.4 X £2.4“ +60X =60 mm
Tank capacity 238 gal 900 ¢
Dimensions Wx D x H 91.9X94,5%X81.5“ 2,335 X 2,400 X 2,070 mm

I 7496 Ibs 3,400 kg

l Control Device

FANUC Series 31i-WB
Input system MDI, memory card, Ethernet, USB
Display 15 inch color TFT LCD (Touch panel)
Axes controlled 5 axes (simultaneously 4 axes)
Least input increment 0.00004/0.000004 “ 0.001/0.0001 mm
Least command increment 0.000004 “ 0.0001 mm
Program memory capacity 1Mbyte
Input power source 3 phases 200/220 V ®=10%, 3.5 kVA, 50/60 Hz
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SEIBU CNC Wire EDM since 1972

SEIBU ELECTRIC & MACHINERY CO., LTD.

Precision Machine Division

- J7.Y74 TEL +81-92-941-1509 FAX +81-92-941-1521
Head Office & Factory URL : http://www.seibudenki.co.jp
3-3-1 Eki-higashi, Koga, Fukuoka 811-3113 E-Mail:  h-info@seibudenki.co.jp

TEL +81-92-941-1500 FAX +81-92-941-1511

@ All specifications subject to change without notice. 2015.06



